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About Us

Changzhou Green Lighting Co., LTD., founded in 2002, is a Technology research and development enterprises in the R&D and manufac-
turing of lighting fixtures and lamp poles. It mainly covers road lighting, tunnel lighting, garden lighting, landscape lighting and 
multi-functional intelligent lighting poles and other products.
Domestic sales are mainly used in urban roads and lighting projects. “GREEN”is a brand designated by the government of Hangzhou 
G20, Xiamen BRICS and Qingdao Shanghai Cooperation Summit.
Export sales mainly facing Europe, North-America, Australia and other regions, also establishing long-term, stable cooperative relations 
with the world famous brand lighting manufacturers .
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SMART CITY

Along with the construction and development of smart city, the advanced intelligent 
light-pole control system can not only realize energy-saving, environmental 
protection and intelligent lighting system, but also carry various application systems 
such as:
Environmental Monitoring, LED information release, charging posts, video surveil-
lance, intelligent applications to expand to nearby communities, business circles, 
combined with the smart concept of joint construction, sharing and Communication 
+ Internet to innovate business operation model, effectively avoid information 
islands and repeated waste of construction, through the acquisition of big data, 
in-depth mining and bundling of all kinds of valuable business intelligence, it can 
also be used in small-scale application scenarios, such as parks and residential 
areas, to form a closed-loop service, to achieve the goal of improving management 
efficiency and better service to the public.
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Automatic detection function
Automatic inspection, random inspection or periodic inspection:
Each single lamp and circuit shall be operated and operated according to the switch 
specified by the data center, and the corresponding running state shall be obtained;
The current and voltage of each single lamp, collection of electricity consumption, etc.
The above data is uploaded to the control center in time.

Equipment Terminal Field debugging, 
maintenance and remote upgrade functions
Remote monitoring terminal centralized control debugging and maintenance and remote 
upgrading functions, easy to debug, maintenance and system upgrading.

Intelligence time setting function
Time control of light switch:
Automatically calculate the local sunrise and sunset time according to the geographic 
longitude and latitude.
Dynamically and precisely adjust the time of switching the light on and off.
Automatically adjust the brightness according to the data collected by the illuminator.
Humanized work program.

Geographic graphics and text display function
By digital calibration, the lumped Controller Unit and its control region are calibrated in the
Electronic map; electronic map can be infinite zoom browse, through the control room large 
screen system, to achieve the same screen or split screen display multiple terminal operation;
 display single lamp, loop working status.

Fault alarm function
The system automatically or manually detects the state of each single lamp or circuit, 
automatically judges the fault of the lamp, or sets up a short message to give a
 long-distance alarm to the appointed personnel.
Outage (or power outage) ; monitoring terminal failure; communication failure; failure 
that the owner deems necessary to report, message customization.
All failure alarms are recorded in the database as a file with information such as the type 
of failure, the name of the unit, etc.

System capacity expansion function
The system platform has the function of increasing or decreasing the capacity flexibly, can add and 
delete the terminal equipment, custom-made,
the Central Database, wireless communication mode and modular monitoring terminal structure 
used in the system can be full extra-large city street lights and other related street lights as the 
carrier of the application and expansion requirements.

Data processing, storage, query and printing functions
Query to read the operating parameters of the current monitoring points;
Query to read the historical period, monitoring point of the operation of the data;
Classified inquiry to read various types of fault alarm, such as electronic control box, 
single lamp terminal fault alarm, etc. . Failure alert form.
All kinds of data analysis curve chart report.

Single lamp control function
Through the use of wireless or Wired, can achieve remote single-lamp control. You can 
customize the light mode.
Control protocols: Zigbee, NB-I, Cho, Lora, Cat. L, 4G/5g, etc. 

Area control function
All areas-control all control areas of all settings;
Partial area- control part of the area under control;
Select groups of units-such as sections or areas can be organized as units, a group or 
groups of control;
Single-point or single-lamp switch-allows precise control of single-point or single-lamp.

Remote meter reading function and 
statistical analysis
The system platform can communicate with digital electric meter of distribution cabinet, 
and realize automatic remote meter reading and reporting.

The intelligent lighting and monitoring management system of Changzhou Green lighting can realize the control of street light, roads, 
squares and other occasions. Remote control of light and lanterns switch, detection of the working state of product and lanterns, thus 
achieving high efficiency, low cost management.

The company's intelligent lighting is easy to operate, easy to control and other features, can save a lot of electricity costs and management 
costs, and play intelligent lighting humanization convenience, the overall benefit and performance of the system is very significant

The design scheme of our company adopts the software and hardware of complete function, stable and reliable performance, strong 
human-computer interaction ability and easy operation to construct“City intelligent lighting monitoring system”, at the same time of 
realizing lighting energy-saving control, the level of intelligent monitoring management and comprehensive performance of lamps and 
lanterns reach the advanced level.
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Comprehensive Pole - A
Mainly equipped with:
Traffic signal lights and video monitors
The pole body and cross arm are reserved with interfaces, and other facilities 
can be equipped as needed.

Application:
Signal pole: In front of the stop line, near the pedestrian crossing line.
Monitor pole: 25m to 30m behind the stop line.

Comprehensive Pole - B
Mainly equipped with:
Lane separation signs
The pole body and cross arm are reserved with interfaces, and other facilities 
can be equipped as needed.

Application:
When there is a need to install lane separation signs, type-B comprehensive 
pole can be installed at the distance between the two road lighting poles 
behind the type-A comprehensive pole.



杆体高度、挑臂长度方向与设备模块等可根据
实际道路情况更改或定制
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Comprehensive Pole - C
Mainly equipped with:
Large and medium directional signs
The pole body and cross arm are reserved with interfaces, and other facilities 
can be equipped as needed.

Application:
When there is a need for the installation of large and medium directional 
signs, Type C comprehensive pole can be installed at the distance between the 
three road lighting poles behind Type A monitor comprehensive poles.
Monitor pole: 25m to 3 0m       

Comprehensive Pole - D
Mainly equipped with:
Small road signs
The pole body and cross arm are reserved with interfaces, and other facilities 
can be equipped as needed.

Application:
Vertically along the road, arranged at T-shaped and Y-shaped ntersections.
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杆体高度、挑臂长度方向与设备模块等可根据
实际道路情况更改或定制
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Comprehensive Pole - E
Mainly equipped with:
Bilateral traffic lights and video monitor.
The pole body and cross arm are reserved with interfaces, and other facilities 
can be equipped as needed.

Application:
Longitudinally along the road, arranged in the median strip.

Comprehensive Pole - F
Mainly equipped with:
Rod body reserved interface, can be equipped with small equipment as 
required .

Application:
Longitudinal layout along the road.
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Smart module A Smart module B

Flow
er basket

Road flag

 Chinese knot
Lanterns

No Reservation, flexible disassembly, convenient post-maintenance, hanging rod can be arbitrarily 
rotated, suitable for the installation of flags, flower baskets, lanterns and other pendant.

Intelligent LED display
Environm

ental detection

IP sound box 
Surveillance cam

eras

The slide pole supports a variety of installation methods, the number of sliders can be increased according to the number of different intelligent 
module pendant, no need to process the pole can be fixed, installed, disassembled, replaced easily; Wei block and mounting accessories 
corresponding interface, convenient installation, no need to increase accessories, greatly reduce the workload of site construction personnel.
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Can work on the voltage, current, power, power factor and other data collection 
summary, real-time to identify the power data

Through wireless technology, it can realize the remote control, remote measurement, 
remote signal, remote adjustment and remote viewing of single lamp controller

Fault warning, automatic detection trip, leakage, open and other abnormal conditions, 
auxiliary maintenance personnel to identify fault causes of trip detection

Accurate positioning, improve work efficiency, save labor costs

Timing switch lamp and dimming strategy

Through the dual-color temperature adjustment function, to achieve fog bad weather, 
into a high-penetration color temperature, but also to achieve different seasonal color 
temperature conversion, so that the public feel relatively comfortable mood.

According to the terminal induction, to achieve the control of light dimming along with 
the vehicle，So as to achieve the goal of energy saving and emission reduction

����������������������

The intelligent lighting and monitoring management system of Changzhou Green lighting 
can realize the control of street light, roads, squares and other occasions. Remote control 
of light and lanterns switch, detection of the working state of product and lanterns, thus 
achieving high efficiency, low cost management.
The company's intelligent lighting is easy to operate, easy to control and other features, 
can save a lot of electricity costs and management costs, and play intelligent lighting 
humanization convenience, the overall benefit and performance of the system is very 
significant
The design scheme of our company adopts the software and hardware of complete 
function, stable and reliable performance, strong human-computer interaction ability and 
easy operation to construct“City intelligent lighting monitoring system”, at the same time 
of realizing lighting energy-saving control, the level of intelligent monitoring management 
and comprehensive performance of lamps and lanterns reach the advanced level.
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- Light distribution curves
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Luminaire features:
·The design of R. 4003 originates from a summary of the image of a standing person, achievingfunctional lighting for   
roads and squares with a simple design. 

·Each module can rotate horizontally and illuminate different areas. 
·Aluminum alloy body, spring mounted, convenient for the operation on-site. 
·Fully utilize the pole resources, increase WIFI network function, avoid duplicate construction of smart cities, and save costs and resources.



φ120mm 

Aluminium alloy

AC90V~305V 50/60Hz

Monochrome always light or 0-10V dimming

144°*43°

3535 LED

50000 hours lifespan L90 @ Ta 40°C

ClassI

IP65

1.5G

IK10

WF2

Ta -45°C~+40°C

10%~90%RH
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R.4003D.30.0045

3*15

3*15

3*15

3*15

≥70

≥70

≥70

≥70

≥0.9

≥0.9

≥0.9

≥0.9

3*4

3*4

3*4

3*4

 

3*900

3*900

3*900

3*900

3*945

3*945

3*945

3*945

20

20

/

/

/

5

/

5

105° 105°

90°

75°

90°

75°

60°

45°

30°

60°

45°

30°15° 15°0°
cd/klm C0-C180 C90-C270

01
8

 S
m

ar
t G

ar
de

n 
Li

gh
t  

I  W
AR

DE
N

01
7

 S
m

ar
t G

ar
de

n 
Li

gh
t  

I  W
AR

DE
N

- R.4003

Dimensions and specifications

Lamp model Power(w) CRI
Power
Factor LED QTY

Luminous flux
(lm)-3000K

Luminous flux
(lm)-4000K/5000K

Art lighting
Watts(w) Color

Ambient lighting

blue/yellow/white

blue/yellow/white

/

/

/

blue/yellow/white

/

blue/yellow/white

Watts(w) Color

Pole diameter

Body material

Rated power

Control solution

Optics

LED model

Light source lifespan

safety class

IP

Vibration level

Anti-collision level

Corrosion protection level

Ambient temperature

Ambient humidity

- Specification - Light distribution curves

Light Module 
Features

1

2

4

5

Optional art lighting
Different colors can be selected 
according to different application.

3 Convenient maintenance
Spring type installation,convenient 
for operate on-site .

2 Aluminum alloy body
Sturdy and reliable structure, 
durable and long-lasting.

4 Flexibility
Modular design, can rotate 
360 °  according to 
requirements

5 Optional ambient lighting
Different colors can be selected 
according  to different application.
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Power 3*15W   Height 3.5m    Distance 15m   CCT 3000k    Two side lighting

Power 3*15W   Height 4.2m   Distance 20m   CCT 3000k   Two side lighting

Power 3*15W   Height 4.2m   Distance 18m   CCT 3000k   One side lighting

Average illuminance(lx)
14

Min illuminance(lx)
5.34

Max illuminance(lx)
39

Min illuminance/Average illuminance
0.39

Average illuminance(lx)
27

Min illuminance(lx)
9.1

Max illuminance(lx)
54

Min illuminance/Average illuminance
0.342

Average illuminance(lx)
14

Min illuminance(lx)
4.11

Max illuminance(lx)
33

Min illuminance/Average illuminance
0.298

- Scene illumination simulation

A Variety Of Rod Combinations

Lamp model-R.4003A Lamp model-R.4003B

Thickness(mm)

Height(m)

Size(mm)

Flange size(mm)

3

3.5/4.2

Ø120

 

240*240

Material Aluminum alloy

-  Pole specifications

3

3.55/4.25

Ø120

 

240*240

Aluminum alloy

-  Pole specifications

Thickness(mm)

Height(m)

Size(mm)

Flange size(mm)

Material
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Lamp model-R.4003C Lamp model-R.4003D

A Variety Of Rod Combinations

3

3.5/4.2

Ø120

 

240*240

Thickness(mm)

Height(m)

Size(mm)

Flange size(mm)

Material Aluminum alloy

-  Pole specifications

3

3.55/4.25

Ø120

 

240*240

Thickness(mm)

Height(m)

Size(mm)

Flange size(mm)

Material Aluminum alloy

-  Pole specifications
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灯头功率：35W
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Luminaire features:
·The design inspiration of R. 4004 comes from the growth of 
trees, with elegant design that ishighly beautiful. 

·High strength aluminum alloy body. Different heights and watts can be customized 
according to different applications. 
·The side equipped with RGBW light strips to enhance the environment and make it 
not boring.



150*70mm

Aluminium alloy

AC90V~305V 50/60Hz

Monochrome always light or 0-10V dimming

130°*70°

3030 LED

50000 hours lifespan L90 @ Ta 40°C 

ClassI

IP65

3G

IK10

WF2

Ta -45°C~+40°C

10%~90%RH  
  

R .4004A.30.0045

R .4004B.30.0090

30

60

≥70

≥70

≥0.9

≥0.9

96

192

80

130

blue/white

blue/white

N
EPH

ELE
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Body material

Rated power

Control solution

Optics

LED model

Light source lifespan

safety class

IP

Vibration level

Anti-collision level

Corrosion protection level

Ambient temperature

Ambient humidity

- R.4004

- Specification - Light distribution curves

Lamp model Power(w) CRI
Power
Factor LED QTY

Luminous flux
(lm)-3000K

Luminous flux
(lm)-4000K/5000K

Ambient lightingAmbient light
power(w) Watts(w) Color

Dimensions and specifications

3 Professional optical output surface
With glass cover, optical distribution 
with reflector,
High light efficiency, no glare.

2 Smart Lighting
Optional single light controller

1 High strength die cast aluminum integrated molding
Sturdy and reliable structure, durable and long-lasting
Waterproof IP65, Protection level IK09

4 Convenient
maintenance
Spring type installation,
convenient for operate 
on-site.

5 Flexible and Varied
Various intelligent accessories can be 
installed according to the needs of the 
site.

Light Module 
Features
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A Variety Of Rod Combinations

Power 30W   Height 4.5m    Distance 18m   CCT 3000k    One side lighting

Power 60W   Height 7.5m   Distance 25m   CCT 3000k   One side lighting

Power 60W   Height 7.5m   Distance 25m   CCT 3000k   Two side lighting

Average illuminance(lx)
17

Min illuminance(lx)
7.5

Max illuminance(lx)
36

Min illuminance/Average illuminance
0.433

Average illuminance(lx)
14

Min illuminance(lx)
4.25

Max illuminance(lx)
44

Min illuminance/Average illuminance
0.31

Average illuminance(lx)
11

Min illuminance(lx)
4.35

Max illuminance(lx)
33

Min illuminance/Average illuminance
0.386

- Scene illumination simulation

Thickness(mm)

Height(m)

Size(mm)

Flange size(mm)

3

4.5

150*70

 

380*380*20

Material Aluminum alloy

-  Pole specifications

Thickness(mm)

Height(m)

Size(mm)

Flange size(mm)

3

7.5

150*70

 

380*380*20

Material Aluminum alloy

-  Pole specifications 

Lamp model-R.4004A Lamp model-R.4004B
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Speakers

LED display
Sm

art lighting

Digital surveillance
Signage

Road flags/flow
er baskets

USB charging

Pole tilt/w
ater level m

onitoring alarm
 system

Leakage m
onitoring and alarm

 system

W
IFI m

odule

R.4004 
Smart module
Highly integrated with a variety of intelligent terminal devices, 
combined with supporting platform control software, can realize the 
interconnection and real-time online management of all devices, 
and provide equipment status monitoring and fault warranty for IoT 
applications.
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Luminaire features:
·R. 4005 is a simple and beautiful garden light, widely used in parks, residential communities, gardens, 
commercial streets, tourist areas, and other places. 

·High grade ADC12 aluminummaterial, integrated die-casting molding, sturdy and sturdy. 
·The lamp surface treated with spray coating process which can resistant 500 hours salt corrosion, also can effectively resist ultraviolet
radiation and harsh environmental corrosion.



φ600*H282 mm

Aluminium alloy

AC90V~305V 50/60Hz

Monochrome always light or 0-10V dimming

110°

3030 LED

50000 hours lifespan L90 @ Ta 40°C

ClassI

IP65

1.5G

IK10

WF2

Ta -45°C~+40°C

10%~90%RH

  
  

R .4005A.10.0035
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≥70
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2700
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4000/5000

2135
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110 °

110 °
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ASTERIA

Lamp size

Body material

Rated power

Control solution

Optics

LED model

Light source lifespan

safety class

IP

Vibration level

Anti-collision level

Corrosion protection level

Ambient temperature

Ambient humidity

- R.4005

Distance

Illuminance(lx)
Power

35w

35w

35w

35w 3.5m

4m

4.5m

5m

1m

59

47

39

33

2m

37

32

29

26

3m

20

19

19

18

4m

11

11

12

12

5m

6.2

6.6

7.2

7.7

6m

3.6

3.9

4.5

5

7m

2.3

2.5

3

3.4

8m

1.4

1.6

1.9

2.3

9m

1

1.1

1.3

1.6

10m

0.7

0.8

1

1.4

110°

110°

110°

110°

Height Optics

0
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20

30

40

50

60

70

1 2 3 4 5 6 7 8 9 10

Illuminance curve diagram/3000K

35W H=3.5M

Illuminance(lx)

Distance(m)
35W H=4M 35W H=4.5M 35W H=5M

Lamp model Power(w) CRI CCT(K)LED QTY Luminous flux(lm) OpticsPower Factor

-  Illuminance reference

Dimensions and specifications

- Lamp Specification - Light distribution curves

1
2 3

4
5

6

4 Professional optical output surface
Anti aging, anti yellowing,
Good weather resistance performance

2 Ideal self-cleaning function
Inverted conical design, with a smooth surface, avoiding dust, 
fallen leaves, and rainwater accumulation.

1 Optional time control
The lights can adjust their brightness automatically according to the set time.

3 Optional microwave induction
Lights light up when people come, 
and turn off when people leave

6 Double layer transparent 
optical simulation design
Light more uniform and softer

5 High strength die cast aluminum 
integrated molding
Sturdy and reliable structure, durable and 
long-lasting,
Waterproof IP65, Protection level IK10

Light at night

Turn on the lights 
automatically by 
Intelligent light 

control 

Before
10 minutes

Turn on the lights 
by set brightness

4 hours later

Gradually decrease
to 10% brightness

6 hours later

Recover to the set 
brightness

Until dawn

Turn off the lights
by sliding bright
-ness controller

Light Module 
Features
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A Variety Of Rod Combinations �������
3.5-4m

28
2

Ø600

Tapered pole
Pole model-Pole.3605

Tapered pole+decoration
Pole model-Pole.3606

3

3.5/4

Ø70  

Ø127

240*240

Aluminum alloy

Thickness(mm)

Height(m)

Top size(mm)

Bottom size(mm)

Flange size(mm)

Material

- Pole specifications

3

3.5/4

Ø70  

Ø127

240*240

Aluminum alloy

Thickness(mm)

Height(m)

Top size(mm)

Bottom size(mm)

Flange size(mm)

Material

- Pole specifications

Chutes pole
Pole model-Pole.3401

Thickness(mm)

Height(m)

Top size(mm)

Bottom size(mm)

Flange size(mm)

2.5

3.5/4

Ø89  

Ø140

300*300

Material Q235

- Pole specifications
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灯头功率：35W

04
4

 S
m

ar
t G

ar
de

n 
Li

gh
t  

I  T
ET

HY
S

04
3

  S
m

ar
t G

ar
de

n 
Li

gh
t  

I  T
ET

HY
S ������������

������������

Luminaire features:
·R. 4007 series is a simple and lively garden lamp, which can also be used 
for lighting in the street. 

·With face down lighting and internal transparency allows for the same color at night and day. 
·This product is applied to places such as landscaping, commercial streets, residential areas,villa 
areas, public squares, and tourist attractions.
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R .4007A .10 .0030

R .4007A .10 .0050

R .4007A .10 .0075

30

30

50

50

75

75

≥70

 ≥70

 ≥70

≥70

≥70

 ≥70

≥0.9

≥0.9

≥0.9

≥0.9

≥0.9

≥0.9

TETH
YS

105°

90°

75°

60°

45°

30°15°

400

600

800

1000

1200

1400

0°

105°

90°

75°

60°

45°

30° 15°
cd/klm C0-C180 C90-C270                    (Type 5)

105°

90°

75°

60°

45°

30°

400

600

800

1000

0°

105°

90°

75°

60°

45°

30°
cd/klm C0-C180 C90-C270                     (Type 2)

15° 15°

105°

90°

75°

60°

45°

30°

400

600

800

1000

0°

105°

90°

75°

60°

45°

30°
cd/klm C0-C180 C90-C270                    (Type 3)

15° 15°

105°

90°

75°

60°

45°

30°
 (Type4)cd/klm C0-C180 C90-C270

15°

105°

90°

75°

60°

45°

30° 15° 0°

96

96

144

144

144

144

3015

2835

5025

4725

7403

6960

3598

3383

5997

5639

8834

8306

4020

3780

6700

6300

9870

9280

4233

3980

7055

6634

10393

9772

35

35

35

35

35

35

T2/T3/T4

T5

T2/T3/T4

T5

T2/T3/T4

T5

- R.4007

Lamp size

Body material

Rated power

Control solution

Optics

LED model

Light source lifespan

safety class

IP

Vibration level

Anti-collision level

Corrosion protection level

Ambient temperature

Ambient humidity

φ498*H415 mm

PE

AC90V~305V 50/60Hz

Monochrome always light or 0-10V dimming

Type2/Type3/Type4/Type5

3030 LED

50000 hours lifespan L90@Ta 40°C 

ClassI

IP65

1.5G

IK09

WF2

Ta -45°C~+40°C

10%~90%RH

1m 2m 3m 4m 5m 6m 7m 8m 9m 10m

0

5

10

15

20

25

1 2 3 4 5 6 7 8 9 10

30W H=3.5M 50W H=4.5M

30

30w

50w

3.5m

4.5m

Type5

Type5

26

26

14

18

11

16

8

14

5

11

2.8

8.3

1.6

6

20

23

18

20

24

25

Lamp model Power(w) CRI
LED
QTY

Luminous flux
(lm)-2200K

Luminous flux
(lm)-2700K

Luminous flux
(lm)-3000K

Luminous flux
(lm)-4000K/5000K

Ambient lighting
Power(W)Optics

Power
Factor

-  Illuminance reference

Dimensions and specifications

- Lamp Specification - Light distribution curves

Distance

Illuminance(lx)
Power Height Optics

Illuminance curve diagram/3000K
Illuminance(lx)

Distance(m)

1
Application flexible
Multiple colors and rod shapes for 
selection, meeting various applications.

2
Two mounting methods
Different mounting methods based on 
different rod types.

3
Lighting effects
With face down lighting and internal transparency 
allows for the same color at night and day.

Light Module 
Features
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2 m

2 m

Tapered pole
Pole model-Pole.3605

Tapered pole+decoration
Pole model-Pole.3606

Chutes pole
Pole model-Pole.3401

Thickness(mm)

Height(m)

Top size(mm)

Bottom size(mm)

Flange size(mm)

3

3.5/4.5/6

Ø70  

Ø127

240*240

Material Aluminum alloy

-  Pole specifications 

3

3.5/4.5/6

Ø70  

Ø127

240*240

-  Pole specifications 

Thickness(mm)

Height(m)

Top size(mm)

Bottom size(mm)

Flange size(mm)

Material Aluminum alloy

2.5

3.5/4.5/6

Ø89  

Ø140

300*300

Q235

-  Pole specifications 

Thickness(mm)

Height(m)

Top size(mm)

Bottom size(mm)

Flange size(mm)

Material Aluminum alloy

Sidewalks

Sidewalks

Power50W   Height 3.5m   CCT3000k   Type4   Area lighting

Power 50W   Height 4.5m   Distance 23m   CCT 3000k   Type3   One side lighting

Power 30W    Height 4.5m    Distance 20m    CCT 3000k    Type3    One side lighting

Average illuminance(lx)
13

Min illuminance(lx)
4.46

Max illuminance(lx)
38

Min illuminance/Average illuminance
0.341

Average illuminance(lx)
14

Min illuminance(lx)
5.52

Max illuminance(lx)
40

Min illuminance/Average illuminance
0.381

Power 75W    Height 6m    Distance 25m    CCT 3000k    Type3    One side lighting

Average illuminance(lx)
15

Min illuminance(lx)
6.54

Max illuminance(lx)
40

Min illuminance/Average illuminance
0.425

- Scene illumination simulation

A Variety Of Rod Combinations
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Ø297

Ø498

41
5

85
4

Ø90

Cylindrical pole
Pole model-Pole.3607A

Cylindrical pole
Pole model-Pole.3607B

Thickness(mm)

Height(m)

Size(mm)

Flange size(mm)

2.5

3.5/4.5/6

Ø114  

240*240

Material Q235

- Pole specifications

2.5

3.5/4.5/6

Ø114  

240*240

Q235

Thickness(mm)

Height(m)

Size(mm)

Flange size(mm)

Material

- Pole specifications

A Variety Of Rod Combinations
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4500m
m

-6000m
m

8000m
m

Luminaire features:
·R. 4010 is made of Q235 material, with a surface hot-dip galva-
nized and sprayed. 

·LED module use international famous brand. 
·Light distribution is composed of optical components of a dual reflector, which is 
more scientific and with good anti glare performance.



R .4010A.31.0030

R.4010A.31.0060
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30°15° 15°0°
cd/klm C0-C180 C90-C270
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R .4010C.30.0030 30
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128

192
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9900
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5

4

Smart Lighting
Optional single light controller

1 Professional optical 
output surface
With glass cover, 
optical distribution with reflector,
High light efficiency, no glare.

3 Convenient
maintenance
Spring type installation,
convenient for operate 
on-site.

High strength die cast aluminum integrated 
molding
Sturdy and reliable structure, durable and long-lasting
Waterproof IP65, Protection level IK09

Flexible and Varied
Various intelligent accessories can be installed 
according to the needs of the site

Light Module 
Features

Section size

Body material

Rated power

Control solution

Optics

LED model

Light source lifespan

safety class

IP

Vibration level

Anti-collision level

Corrosion protection level

Ambient temperature

Ambient humidity

- R.4010
Lamp model Power(w)

Auxiliary light
Power(w) CRI

LED
QTY

Luminous flux
(lm)-3000K

Luminous flux
(lm)-4000K/5000K Optics

Power
Factor

Dimensions and specifications

- Lamp Specification - Light distribution curves
160*80mm

Q235

AC90V~305V 50/60Hz

Monochrome always light or 0-10V dimming

130°*80°

3030 LED

50000 hours lifespan L90 @ Ta 40°C 

ClassI

IP65

3G

IK10

WF2

Ta -45°C~+40°C

10%~90%RH
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80
00

790

80*160

75
0

665

60
00

80

200*200
电器仓

δ 5

δ 3.5

380

160

2 m

2 m

Thickness(mm)

Height(m)

Size(mm)

Flange size(mm)

3.5

4.5/6

160*80  

380*380*20

Material Q235

- Pole specifications 

Thickness(mm)

Height(m)

Size(mm)

Flange size(mm)

3.5

8

160*80  

380*380*20

Material Q235

- Pole specifications

Lamp model-R.4010A Lamp model-R.4010B

A Variety Of Rod Combinations

  

sidewalks

sidewalks

Power 30W   Height 4.5m    Distance 18m   CCT 3000k    One side lighting

Power 60W   Height 6m   Distance 20m   CCT 3000k   One side lighting

Power 3*15W   Height 4.2m   Distance 18m   CCT 3000k   One side lighting

Average illuminance(lx)
26

Min illuminance(lx)
11

Max illuminance(lx)
58

Min illuminance/Average illuminance
0.418

Average illuminance(lx)
14

Min illuminance(lx)
4.25

Max illuminance(lx)
44

Min illuminance/Average illuminance
0.310

Average illuminance(lx)
17

Min illuminance(lx)
6.58

Max illuminance(lx)
50

Min illuminance/Average illuminance
0.382

  

- Scene illumination simulation


